
FIGURE 6.5 - 12 DBI TRANSMIT ANTENNA, MEASURED VS PREDICTED
ACCUMULATED POWER, 40' RECEIVE ANTENNA HEIGHT, TERRAIN
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FIGURE 6.6 - 12 DBI TRANSMIT ANTENNA, MEASURED VS PREDICTED
ACCUMULATED POWE& 50' RECEIVE ANTENNA HEIGHT, TERRAIN
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RECEIVED POWER LEVELS =ACTUAL TRANSMITTERS + TERRAIN
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FIGURE 6.7 - 24 DBI TRANSMIT ANTENNA, MEASURED VS PREDICTED
ACCUMULATED POWER, 30' RECEIVE ANTENNA HEIGHT, TERRAIN
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RECEIVED POWER LEVELS =ACTUAL TRANSMITTERS
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FIGURE 6.8 - 24 DBI TRANSMIT ANTENNA. MEASURED VS PREDICTED
ACCUMULATED POWER, 40' RECEIVE ANTENNA HEIGHT, TERRAIN
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RECEIVED POWER LEVELS =ACTUAL TRANSMITTERS
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FIGURE 6.9 - 24 DBI TRANSMIT ANTENNA, MEASURED VS PREDICTED
ACCUMULATED POWER, 50' RECEIVE ANTENNA HEIGHT, TERRAIN
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RECEIVED POWER LEVELS =ACTUAL TRANSMITTERS
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